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A compact, well regulated, constant voltage
power supply.

VARIABLE DC
REGULATED POWER SUPPLY
P00S (EPo03)

Foatures
® 0-30V Adjustable output

® V8 12V Fixed outputs

@ 0-2.57 Adustable curent control

@ Overioad and shortcicut protection
@ Anslog votmeter and ammeter

CoNTROLS.

Front panel
1 Power OO switch.

2 LED Power indicator

3 Current output control

4 Votage output contro

5 Analog ammeter

6 Analog volimeter

7 Output terminals dmim nsulated torminal.

Operation

Red (sve) Black (-ve) foroads up 10 2.5A max.

8 Fixed votiago ouput (121, Spingload terminals
suiable for oads up to S00MA (continuous).

9 Fixed voltage output (5. Spring load terminals
sultabl forloads up 1o S00MA (continuous).

Rear panel
10 Powerload.
11 Fuse holder 20mm 1.54)

1 Connect mains lead a rea of unit 10 an AC power source Note: This UNIT MUST BE EARTHED,

2 Press power swich (1) to ON positon.

Pote:Disconnect any load from theterminal. and turn vitage control o thekow positon.

3 Select voltage required by acusting control (4.
4 Attachload to the appropriate terminas.
Teminas (7) e forloads up 1o 2.5 max.

Fixed torminal (3 &) are forlow curent use oy (up 10 00mA continuous).
‘Adjustboth votage (4) and current () conlrls (o the equired eves.

‘Specification
Output votage . 030vde
Output current [ 25Amax
Fixed voliages 5V 500mA continuous

(1A surge)

12U'500mA continuous
- (WA surge)

Power supply 230Vac SoHz
Linereguiation 0.05% +i0my
Load reguiaion < 0.05% s10my
Voltage and currentndicator ... Aralog meter
Dimensions 150 %145 x 220mm
Wieight a5




