




  
 
 
 

Specification 715D 
Backup Device 1. USB flash drive backup; 2. Network remote backup; 3. DVD writer backup

USB Interface Front panel * 1, back panel * 1 

Web Transmitting Compression Format Motion JEPG 

Network Independent YES 

Ethernet 10/100 Base-T. Support remote control and live view via Ethernet 

Web Interface Support licensed software AP and IE browser 

Remote Alarm Notification Email images, and upload images to FTP site’s specific account 

Network Protocol TCP/IP, PPPOE, DHCP and DDNS 

IR Transmitter YES 

PTZ Control Support PELCO-D protocol 

Dwell Time (Sequential Channel Switch) Programmable with adjustable dwell time (2, 4, 8, 16 sec.) 

Alarm I/O 8 inputs, 1 output 

Picture Zoom 2X digital zoom 

Key Lock YES 

Video Loss Detection YES 

Camera Title Support up to 6 letters 

Video Adjustable Hue / Color / Contrast / Brightness 

Date Display Format YY/MM/DD, DD/MM/YY, MM/DD/YY, and Off 

Daylight Saving YES 

Power Source DC 19V 

Power Consumption ＜64 W 

Operating Temperature 10℃ ~ 40℃ (50℉~104℉) 

Dimensions (mm) 432mm (W) × 90mm (H) × 326mm (D) 

System Recovery System auto recovery after power reconnected 

Optional Peripherals Independent disk array, VGA converter 

* The specifications are subject to change without notice. 


